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BUTYLE

Product description Thermoplastic hot melt sealant with very high surface tack. Suitable for sealing
joints that do not bear mechanical forces.
Product has very good adhesion to a variety of different materials. Is thermally
stable at -30°C to 90°C temperature and has thermoplastic properties; at low
temperature hardness increases, at high temperatures the mass becomes softer
and tackier. Good aging resistance, especially under warm and humid conditions.
Stable against water and saltwater in the range of pH 5 - 9. Not resistant against
oil, grease, white spirit and other solvents.

Application = Suitable for interior and exterior applications
+* Sealing of lap joints
* Bonding and fixation foils and light weight materials
* Temporary fixation
+ Corrosion protection in metal joints especially between dissimilar materials
+ Vibration and sound proofing

Technical data

Application temperature °C  above +5°C

Adhesive Synthetic rubber (IIR/PIB)

Colour black

Density 1,35-1,45 g/ml; pycnometer, 23°C; DIN 2811-1
Penetration 35-55 1/10mm; 150g cone, 20°C, 5 sec; DIN 51580

Melt index 30-50 ml/10 min; 140°C, 5kg, 2mm nozzle; DIN 1133-1
Softening point >160°C; ring&ball, glycerol; DIN 1238

Pell strength >1N/mm (cohesive)); 180°, 23°C. 200mm/min; DIN 8510-2

Water vapour tightness Approx. 250.000 p; DIN 53122
(diffusion resistance)

Storage Store under dry conditions, protect against mechanical deformation. Shelf life at
least 24 months.

Notes on application Butyl profiles are applied direct from the roll to one side of the joint. Cut according
to the required length and remove the release paper and press the counter part to
the sealing strip (best using a roll).

In contact with plastic materials a migration of plasticizer may occur — we
recommend to carry out tests before application!
Surfaces must be dry and clean, free of dust, oil or grease.

Surface must be free from oil, fat, dust and solvents before film/tape application. Do not use cleaners containing anti-adhesive agents. Some plastics
and paints may discharge anti-adhesive agents leading to bonding failure. Rough and uneven surfaces may weaken bonding.

Product should be stared in ariginal packaging, laid flat on the slit edge of the roll. Storage in dry and clean areas, at normal temperature, protected
from direct sunlight and heat sources.

Statements, technical information and recommendation contained herein are based on tesis we believe to be reliable but they are not to be construed
in any manner as warranties expressed or implied. The user shall defermine the suitahility of the product far his intended use and assumes all risk and
liability whatsoever in connection therewith.

REG. NO. BDO: 000114740

KDT//MD/02.20 http://www rollfix pl , e-mail: rollfix@rolifix pl Strona1z1



