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SELF-ADHESIVE SINGLE-SIDED ALUMINIUM/BUTYL TAPE

Product description A self-adhesive sealing tape consisting of an aluminium/polyester film laminate and 

a butyl rubber adhesive.

Adhesive side is protected by a liner.

Application Sealing and joining of materials such as glass, steel, Plexiglas,

polycarbonate, wood, aluminium, PVC.

Tape can be used for the sealing of door and window frames, conservatories, 

gutters and ducting. As well as in construction on canopies, roofs, chimneys and 

skylights.

Technical data

Carrier PET/AL laminate

Application temperature °C 0°C to +40°C

Adhesive (inner side) Butyl rubber

Thermal resistance -30°C to +90°C

100%Solids

20 N/cm; ASTM D 1000Peel adhesion 180°

Storage 12 months from date of production when stored in original packaging at 

temperatures between +5 °C to +40 °C in a dry and well ventilated area.

Notes on application The sealing tape must be applied to a clean, dry, smooth and

dust-free surface.

For an application between 0 °C and 5 °C, ensure that frost

or condensation are absent on the surface.

In case of porous substrates it's advisable to stabilize the

surface.

No special tools are required to install this sealing tape.

Surface must be free from oil, fat, dust and solvents before film/tape application. Do not use cleaners containing anti-adhesive agents. Some 

plastics and paints may discharge anti-adhesive agents leading to bonding failure. Rough and uneven surfaces may weaken bonding.

Product should be stored in original packaging, laid flat on the slit edge of the roll. Storage in dry and clean areas, at normal temperature, 

protected from direct sunlight and heat sources.

Statements, technical information and recommendation contained herein are based on tests we believe to be reliable but they are not to be 

construed in any manner as warranties expressed or implied. The user shall determine the suitability of the product for his intended use and 

assumes all risk and liability whatsoever in connection therewith.
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